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METAL STORAGE PRODUCT SPECIFICATIONS

BIFMA BIFMA Standards ANSI/BIFMA X5.9-2012

UL UL Listing UL962

EMISSIONS

TSCA Title VI All Friant products are TSCA Title VI compliant

MAS Certification

All Friant products comply to: ANSI/BIFMA x7.1-2011(R2016) 
standards via ANSI/BIFMA e3-2019 Section 7.6.1 test methods. They 
also conform with LEED v4.1 ID+C, BD+C low-emitting interiors with 
Criteria of MAS Certified Green® Program.

METAL THICKNESS

Fixed ped top 0.8mm/21 Gauge

Fixed ped case 0.7mm/22 Gauge

Mobile pedestal top 0.8mm/21 Gauge

Mobile pedestal case 0.7mm/22 Gauge

Metal lateral file top 0.8mm/21 Gauge

Metal lateral file case 0.7mm/22 Gauge

Metal storage tower top 1-1.2mm/19-18 Gauge

Metal storage tower case 0.7mm/22 Gauge

Metal storage tower drawer/door 0.7mm/22 Gauge

METAL STORAGE

Glide adjustment 1 3/16”

Slides Steel ball bearings

Drawer extension 90% drawer extension

WEIGHT CAPACITY

Ped Drawer Load 77 lbs (35 kg)

Lateral Drawer Load 132 lbs (60 kg)

Mobile BF Seated Weight Limit 242 lbs (110 kg) 
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